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Hardware installation
There are two ways to install the network card；
Note: The picture is a simplified schematic diagram, please refer to the 
actual product for details.
(1) Insert the network card directly into the USB port of the 
computer；

(2) Connect the computer USB port through the USB extension 
cord base (USB extension base needs to be purchased 
separately)；

Note: When using a desktop computer, it is recommended 
to use a USB extension cord base to connect to the port on 
the back of the computer case (some desktop ports have 
insufficient power supply or cannot be used), and extend it 
to the Desktop computer usb ports.



Driver Installation
2-1 Go to My Computer, find the WiFi6 setup driver disk, open the 
driver disk and double click Install COMFAST WiFi6.exe;

2-2 Open and keep clicking Next to install until the driver 
installation is complete;



2-3 After the installation is completed, it will ask whether to restart the 
computer, if there is a work in progress or file being written, you can 
choose to restart later, if there is nothing else, it is recommended to 
choose to restart immediately. If there is nothing else, it is 
recommended that you choose to reboot immediately;

2-4 After restarting, the driver installation is complete, you can move 
the mouse to My Computer, right-click and select Manage to enter 
the management interface to view the driver status;



2-5 After entering the management page, click Device Manager, 
Network Adapter in turn, you can see the installed network card 
driver (Note: This step requires the network card to be connected to 
the computer to see it.);

2-6 Double-click to view the device details, if there is no 
abnormality, the following figure shows that the driver is running 
normally and can view the driver details and you can view the 
driver details;



3-1 After confirming that the driver is installed correctly, you can 
double-click the wireless network card icon     in the lower right corner,  
and click the icon with the left mouse button. The computer will display 
the connectable wireless;

Network connection settings



4-1 After the network is connected, the icon of the computer system will 
become highlighted     , and then you can right-click the icon and select 
"Open" Network and Internet "settings" to enter the setting selection 
interface;

3-2 Click the wireless network you want to connect to and enter the 
password to connect;

4 Network connection status
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4-2 Click the "Wi-Fi" option, and then click Show connected wireless, 
you can view the current IP, MAC address, gateway, driver version, 
etc. of the wireless.
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The damage caused by the transportation, loading and 
unloading caused by the customer's return for repair; the 
product failure or damage caused by force majeure such as 
earthquake, fire, lightning, etc.; Other non-product itself, 
design ,technology,manufacturing ,quality and other quality 
problems causedby the failure damage.
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